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如何操作车载冰箱

1.  开/关机

3. 设置模式

4. 温度设置

开机时，短按 “      ” 按键，系统进入待机模式; 在待机模式下，短按 “       ” 
按键，系统进入开机模式。

短按“        ”按键，选择需要的功能设置，同时相应的设置标志闪烁；没有操作
5秒后，系统将自动进入主设置模式。

4.1双箱模式
● 开机状态下，短按 “       ”键一次，左侧温度字体开始闪烁，此时短按“      ”
或“      ”键一次，可对左箱设置温度上调或下调1℃；
● 左侧温度字体闪烁时，再短按“       ”键一次，右侧温度字体开始闪烁，此时
短按“      ”或“       ”键一次，可对右箱设置温度上调或下调1℃；

4.2 单箱模式
● 在开机状态下, 短按一次 “      ” 或 “      ” 按键将设定温度调高或调低1℃。

提示：温度设置期间，长按“      ”或“       ”键，以4度每秒上调或下调
设置温度（1℃为单位线性调整）。

2. ECO/MAX模式
开机状态下，短按  ”    ”键，可以在ECO和 MAX模式之间切换。
● 出厂默认MAX模式。
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OPERATION

1. ON/OFF Button

4. Temperature Setting

2. ECO/MAX Mode 

3.Setting Mode 

When power-on, short press the “      ” button, the system enters the standby 
mode; In the standby mode, short press the “      ”button, the system enters the 
power-on mode.

Press the“      ” button to choose the differnt function, when you sucessively select 
the function the corresponding sign will flash. No any operation for 5seconds the 
system will automatic the home setting mode.

When power-on, short press the “       ” button to switch between MAX or ECO 
compressor speed for the fridge.
NOTICE: Factory default is MAX.

4.1 Dual zone mode:
● When power-on, short press “       ” button once the temperature font on the left 
side start flashing, then short press the  “       ”  or  “       ”  button once to set the 
temperature of the left box down or up by 1℃. 

● When the left side temperature font is flashing, short press the “       ” button 
once more, the right side temperature font starts flashing, at this time short press
 the  “       ”  or  “       ”  button once to set the temperature down or up by 1℃ for 
the right box; 



5. 屏幕亮度调节方法

6. 电池保护切换设置方法

7. 温度单位调节方法
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● 按“       ”按键进入设置模式，选择屏幕亮度设置“      ”闪烁，此时短按“     ”
或“     ”键一次，可对屏幕亮度升高或降低一档；
● 出厂亮度默认100%。

提示：一共有6档亮度，分别为10%，20%，40%，60%，80%，100%，
显示条最左侧为10%，显示条拉满为100%。

● 按 “      ”按键进入设置模式，选择电池保护设置“      ” 闪烁，短按一次 
“      ” 或 “       ” 按键可以提高或降低电池电量1级保护。
● 提示：默认M档出厂。

● 按 “      ”按键进入设置模式，选择温度设置“        ”或“      ”闪烁，短
按“       ”或“       ”，在摄氏 “        ” 或华氏 “       ” 之间切换。
● 提示：默认摄氏度出厂。

输入电压 保护模式

保护值

恢复值

保护值

恢复值



4.2 Single zone mode:
Short press “      ” or “       ”button once under the power-on state to adjust the 
setting temperature down or up by 1 degree.

Tips: In the temperature setting, long press “       ” or “      ” button, adjust the 
set temperature down or up by 4 degrees per second (linear adjustment in 1 
degree increments).
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5. Screen Brightness

6. Battery Protection

Short press the “       ” button to choose the “       ”, then the luminance display bar 
at the top right of the LCD screen starts flashing, short press “       ” or “      ” button 
can reduce or increase the screen luminance by 1 level.
NOTICE: Factory default is start with 100%.

Press “       ”  button to enter the Setting Mode, select the Battery Protection Setting
“       ” is flashing, short press “      ” or “      ” button once can lower or raise the battery 
protection by 1 level.
NOTICE:Factory default is “M” Level. 

Tips: There are 6 luminance levels, which are 10%, 20%, 40%, 60%, 80%, and 
100%, Level on is 10% full bright display 100%. 0 is 10%.
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8. 静音模式调节方法

9. 蓝牙功能

10. 单双箱切换方法
● 隔板放置到位，为双箱模式；抽出隔板，为单箱模式。

11. 箱外氛围灯设置方法
● 在开机状态下，按 “      ” 键，环境光将随着以下功能而改变:
①. 恒光模式；
②. 呼吸灯模式；
③. 全部关闭模式。
● 出厂默认恒光模式。

按 “       ” 按钮进入设置模式，选择静音设置“        ”闪烁，使用“       ”或
 “        ” 在声音或静音之间切换。 

● 按 “       ” 按钮进入设置模式，选择蓝牙功能 “       ” 符号闪烁，使用
“         ” 或 “       ” 打开或关闭蓝牙功能。
“       ”表示蓝牙打开，“        ”表示蓝牙关闭。
● 提示：默认蓝牙打开出厂。

注意：静音模式时，蜂鸣器不发声，其余功能保持不变。



Just need to take out the Partitions Board. The system will automatic change to 
single zone. (will notice on the LED board)

Press “      ” button to enter the Setting Mode, select to “       ” sign is flashing, use
“      ” or “     ” to switch between Bluetooth On or Off.
 “       ” means On,  “        ” means Off.
NOTICE:Factory default setting is Bluetooth is on.

9. Bluetooth

10. Switch with Dual/Single Zone
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Press “      ” button to enter the Setting Mode, select to “       ” “       ”  is  flashing,
use “      ” or “     ”  to switch between the Celsius “       ”   or   Fahrenheit “       ” .
NOTICE:Factory default setting is Celsius “      ”. 

7. Change Temperature Scale

Press “      ” button to enter the Setting Mode, select to “       ” sign is flashing, use
“      ” or “     ” to switch between mute or sound.

        NOTICE: Factory default setting is sounds.
        Chooes silence mode will mute all notice
sound, even lid open notice and error code notice.

8. Silence Mode

Press “      ” button, the Ambient light will change with following functions:
①. Constant light mode;
②. Breathing light mode;
③. All off mode.
NOTICE: Factory default ambient light is on.

11. Ambient Light Setting
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故障显示

E1

E2

E3

E4

E5

E6

单独一个箱报NTC故障，该箱停止工作，另外一个箱仍可正常制冷；
当两个箱均报NTC故障时，则压缩机停止工作。

E3、E4和E5保护停机后，再次启动前18分钟默认按照2500r/min，随后
按照设定模式运行。

1

2

开门超过1分钟后，蜂鸣器短鸣一次，连续30秒后停止。关门后再开门时
重新计时。

3

报故障后，蜂鸣器长鸣3秒，然后停2秒（5秒一周期），连续10个周期后
停止。故障解除后再出现故障时再重新计时。
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错误代码 错误类型

电池电压过低保护(模块输入电压低于设定值)

压缩机电机启动错误 (电机堵转或者制冷系统压差过大)

压缩机电机转速过低(制冷系统超载，电机不能维持
1850r/min的最低转速)

风扇故障(电流>0.65A）

NTC故障（NTC开路或短路）

压缩机控制模块温度过高或者过低保护 ( 当环境温度过
高或过低，或者系统负载过大，造成模块/ECU内部温度
＞100℃或者＜-10℃ ）
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ERROR CODE & SOLUTIONS

Code Description
E1

E2

E3

E4

E5

E6

The DC voltage is under the protection setting and the battery 
protection mode is activated.

The cooling fan overloads with more than 0.65A of current.

Motor start error
The motor of compressor is blocked or the pressure difference in 
the refrigeration system is too high.

Minimum motor speed error
The compressor overloads and the motor can not maintain its 
minimun speed 1850 rpms.

Thermal cut-out of electronic unit
Thermal cut-out error If the refrigeration system overloads, or the 
ambient temperature  istoo high, the thermal sensoris overheated.

NTC failure (Open circuit or short circuit).

Single zone appeared NTC failure, the system will temperate the failure
side. Other zone is normal. If two sides all appeared NTC failure, the 
whole system will shut off.

E3/E4/E5 error code will cause the system restart with 2500r/min. 
Following setting will same as before you cut the power.

1

2

After opening the lid for more than 1 minute, the system will have one 
“beep” and stops after 30 seconds. When you close the lid, the system
will recount the timer.

3

When the scream appeared the error code, system will have a warning 
sounds “beep” for 3 seconds. After 10 “beep” the warning sounds will 
turn off automatic. The system will recount the timer when the failure 
soved.

4
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日常保养与注意

■  注意事项
● 请使用湿布和温水混合温和的非研磨洗涤剂进行清洁冰箱的内部和外部。
● 清洁前请关闭电源并拔下电源插头。
● 请使用非研磨洗涤剂清洁冰箱内部/外部。
● 请不要废弃冰箱内部来解冻/除冰冰箱。
● 请不要用正在运行的浇水软管对冰箱进行高压清洗/喷雾。
● 严禁用水直接洗冰箱，以防电气绝缘性降低和金属件生锈。
● 以下东西会损伤涂面层和塑料件，故不能用于清洁：碱性洗涤剂、香皂、研磨粉、热水、
   刷子、天那水、汽油、酒精。

■ 塑料件的保养
       妥善保护门封条，必须经常保持清洁。使用
时尽量避免油渍弄脏和变形。如果油类（动物或
者植物油）长时间附在箱内塑料件上，塑料容易
老化或开裂，并且发出异味，因此要养成经常清
洁的习惯。

USB连接器

直流电源线

+

       注意: USB连接器仅在用DC电源线充电时生效!



● Please use a wet cloth and warm water mixed with gentle non-abrasive detergents to 
   clean the interior and exterior of your fridge.
● Please power off and unplug the unit before cleaning.
● Please use non-abrasive detergent to cleaning the interior/exterior of the fridge.
● Please don't scrap the interior of the fridge to defrost/de-ice the fridge.
● Please don't pressure-wash/spray the fridge with a running water hose.
● It is strictly forbidden to wash refrigerators directly with water in order to prevent the 
   reduction of electrical insulation and rusting of metal parts.
● The following things can damage the coating and plastic parts, so they can not be used 
   for cleaning: alkaline detergent, soap, abrasive powder,  hot water, brush, n-Pentyl 
   acetate, gasoline, alcohol.
   

DAIlY MAINTENANCE AND ATTENTION
Matters need attention

● To properly protect the door seals, we must always 
keep them clean. Avoid grease staining and deformation 
when using. If oil (animal or vegetable oil) is attached to 
the plastic parts in the box for a long time, the plastic is 
easy to aging or cracking, and gives off a bad smell. 
Therefore, we should form the habit of cleaning regularly.

Maintenance of plastic parts

8

USB CONNECTOR

+
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APP 使用操作

注意：手机App需用蓝牙连接冰箱，并且应当保证冰箱在车内10米之内或空旷场
地15米之内。若冰箱断电，App将无法继续控制冰箱及收集数据。

IOS 系统Android 系统

● 登陆APP后，按照提示先开启手机蓝牙功能。
● 车载冰箱通电:将车载冰箱连接电源。
● 在App内添加新设备，成功连接
● 点击App界面上的“添加设备”。
APP会自动搜索冰箱，搜索出现冰箱设备后，点击即可进入操作界面。

用浏览器扫描二维码并下载

操 作

1. 点击“     ”按钮，即可控制冰箱开关机；开机后，可在状态界面查看
冰箱的当前工作状态（包括当前温度、电池电压、当前的工作模式)。
2. 通过点击或者滑动进行调节设定温度、电池电压；
    注意：电池保护档位不要随意调节，用户应按汽车电池的实际情况进行
    档位选择，推荐设置为M档。
3. 设置完成后，切换至“状态”界面，可了解车载冰箱的状态信息。
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APP CONTROL

IOS 系统Android 系统
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保修和售后服务

保修条款

保修范围

●  保修期自购买之日或交付日期（如果交付日期略晚于购买日期）起生效。
●  请保管好您的购买发票及相关凭证，作为保修服务的重要依据。

自购买之日起，如出现质量问题，实行7日内包退换；
自购买之日起，如出现质量问题，实行15日内免费包换服务；
自购买之日起，如出现质量问题，实行整机1年、压缩机5年免费保修服务；

本保修不包括
●  因意外、误用、滥用、安装或操作不当、缺乏合理的保养而造成的缺陷。
●  未经经销商授权的人员进行未经授权的修改、部件丢失或试图修复。
●  未按照操作说明安装、操作或维护的任何产品。
●  因不正确的电源输入或电缆连接而造成的任何损坏。

网址：www.iceco.cn

服务电话：400-9192-999
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WARRANTY & RETURN POLICY

15 days

Name: 

Tel:

Product name:

Date of purchase:

Email:

 refund guarantee upon receiving.

For returns or exchanges, please call us, or fill out the following return and 
exchange registration form in the package as a proof of return.  All materials 
must be returned in the original condition and packaging. Thank you for your 
cooperation.    

If the product is received damaged or defective during transportation, 
you will need to contact our customer service within 2 business days. 
Make sure to provide relevant photos or videos, your order ID number , 
and your name.A customer service agent will help assist into solving 
the issue at a timely manner (Return, Exchange, or Discount 
Compensation). A free return label will be provided if needed.  

5 years warranty on the compressor.

1 year warranty for other parts or accessories.

 If you have any questions or concerns,please contact us at：400-9192-999
Website at: www.iceco.cn



产品有害物质或元素的名称及其含量

铅 Pb 镉 Cd 汞 Hg (Cr   )
六价铬 聚溴二苯醚

 PBDE
聚溴联苯

 PBB
零部件

有害物质或元素

保温材料

制冷组件

电器元器件组件

压缩机组件

门体及其组件

箱体及其组件

6+

包装及附件

X

X

电源线组件 X

X

本标识内的数字表示产品在正常使用状态下的环保使用年限为10年。

X

: 表示该有害物质在该部件所有均质材料中的含量均在 GB/T 26572-2011标准

  规定的限量要求以下。

本表格是根据SJ/T 11364《电子电气产品有害物质限制使用标识要求》和GB/

T 26572《电子电气产品中限用物质的限量要求》，对本产品零部件中所含限制

使用的有害物质含量所做的申明。

: 表示该有害物质至少在该部件某一均质材料中的含量超出 GB/T 26572-2011 
  标准规定的限量要求。 




